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TigerTail Tow Systems are built for the most extreme applications.  In some cases, service 

will be required.  This manual is intended to minimize downtime and provide service proce-

dures that are safe and informative.  

TigerTail Tow System: 

Disassembly & Assembly 

Manual  
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TigerTail Tow System: Disassembly & Assembly Manual  

REMOVE/REPLACE/CLEAN 

tow system  

SPRING/SPRING HOUSING 
 

SCOPE OF WORK ADDRESSES: 

¶ CRACKED/BROKEN SPRING HOUSING 

¶ INCONSISTENT AND/OR LACK OF RECOIL (*AFTER FIELD USE)  

¶ HARSH ENVIRONMENT MAINTENANCE: CLEAN & INSPECT   

RECOMMENDED TOOLS/SUPPLIES/GEAR: 

¶ Painters (masking) tape; 8ó zip ties (2)  

¶ 3/8ó wrench or nut driver; Safety Glasses 

¶ Shop or paper towels; flat blade screwdriver  

¶ Grease (suited for regional temperatures)  

¶ 3/4ó wrench (torque wrench) 
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Remove the TigerTail from the ATV.  Note: If the application has a receiver mountðremove pin and 

leave mount attached to TigerTail.  Removing the TigerTail from the mount may be easier and 

quicker with other type mounts.   

Secure the TigerTail to work area.  If you have a receiver style mountðremoval is not necessary.  If 

you do notðremove TigerTail from mount and secure to work area. 

Secure the spool from rotating using masking tape or equivalent by applying the tape to the short 

(non-spring housing) side of the TigerTail ensuring the tape contacts both ends of the base plate and 

around the spool.  Several wraps may be necessary. 

REMOVE/REPLACE/CLEAN tow system SPRING HOUSING  

SECTION I  
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NOTE:  To ensure safe removal, it is recommended that an additional technician assists with the re-

moval of the housing.  Remove the lock nuts (6).  Be sure to secure spring housing while removing 

the last nut.   Housing is under spring tension and must be held in place.   

One technician should firmly grip the housing with both hands.  To assist in a clean release of spring 

tension, the second technician should push all six machine screws toward spool to minimize the dis-

tance that the housing has to be from baseplate.  Gradually pull housing off of fasteners (maintaining 

a firm grip) and allow the tension (3-4 rotations) in the spring to unwind slowly. 

While one technician securely holds the spring housing, the second technician should insert a small 

flat screw driver or equivalent to pry the spring off of the shaft.  NOTE: Make sure to keep the 

spring completely within the spring housing  at all times.  Failure to do so could result in serious 

bodily harm and/or damage to the surrounding room and contents.   


